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Stopper 5mm, gradation

Stopper brackets are available in fine 5mm
increments for the various ski widths. The
Selun A230G fits perfectly on any ski between
80mm and 110mm wide behind the heel.

Easy to replace

the stopper bracket

The stoppers are mounted on the binding at
the factory.

The stopper brackets are very easy to replace.

Rotational position arrangement

To lock the stopper in the parking position,
turn the heel head.

By turning the heel head in the downhill
posi-tion, the stopper automatically snaps
down (the tread plate goes up).

The ingenious design prevents incorrect
manipulation and makes a decisive contribu-
tion to safety when touring.
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Stopper tread plate with power
transmission

The cams on the tread plates transfer forces as
widely as possible directly from the sole of the
ski boot to the ski, massively increasing skiing
performance.

Z-value setting for torsion release
The Z-value is easily adjustable from 5 = 50kg
body weight to 13 = 130kg body weight.

Z-value setting for front release

The locking mechanism in the heel binding,
which is impressive in its simplicity, allows for a
compact and very lightweight design. With the
arrangement of the spring in the centre of the
pivot point, a ground-breaking innovation has
been achieved.

The Z-value is easily adjustable from 5 = 50kg
body weight to 13 = 130kg body weight.
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Colour models

Selun A230G RED

Z-value 5-13 with stopper 80/85/90/95/100/105/110

Selun A230G BLACK EDITION

Z-value 5-13 with stopper 80/85/90/95/100/105/110
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- Maximum stability

- Design without compromise

- Every edge, every radius is designed for performance
- Less plastic, more aluminium with the same weight

- Engineering masterfully realised

selun A250G L -PURPLE

Z-value 3-11 with stopper 80/85/90/95/100/105/110

- Maximum safety and performance for lightweight people
- Z-values for lightweights:

The purple LADY appeals to ambitious female ski tourers
with demands on comfort and design.

Selun A230G A-NO LIMIT GOLD

Z-value 7-15 with stopper 80/85/90/95/100/105/110

- High Z-values:

The binding is developed for the highest demands at the limit of what is possible.
The golden NO LIMIT is aimed at extreme and off-piste skiers as well as mountain
and ski touring guides for daily hard use.
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Crampons
N Panorama Design

Light and stable
Easy handling
Panorama Design

Light and stable thanks to /

high-strength, hard-anodised
aluminium from aircraft
construction
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Rounded edges in
the middle

no protruding rivets

Inspired by our homeland

SELUNEIBINDINGS
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Selun RACESS

Discover the new Race 98 ski touring pin binding

Lightweight, stable, safe and durable: our revolutionary
pin binding sets new standards for racers.



Extremely lightweight
fastening screws

@@

Removable
stopper/safety strap

Removable
crampon holder

Departure position:

IS
Hinterbachen »"}‘_//b:l y

Stopper with optimum
parking and braking position

Walk position rear cheeks

Pin tips with a novel
shape push snow,
ice and dirt outwards.

Ergonomic
release

Contraction spring allows
for simple and very lightweight construction,
patent pending.

Crampon holder with guide protects
crampons and bindings from damage

Weight including stopper ﬂo
g o

Every gram counts
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Every gram counts - safety too

Selun Race 98 —

Stability and functionality
N tough racing conditions
guaranteed at all times.

Adjustable locking mechanism

in walk position

The adjustable locking mechanism adapts to
all makes of touring shoes. The adjustable
secure holding force is of central importance in
the race.

Ergonomic unlocking

Thanks to the very flat locking lever, it can be
unlocked very quickly during the race by step-
ping on it with skis or touring boots or by hand.

Every gram counts -

but so does safety

FEM analysis has optimized the weight of every
single component of the race binding to gua-
rantee stability and functionality in tough racing
conditions at all times. (Picture of FEM analysis)
(Pictures of all weight optimizations) With heavy
steel components, the weight savings are
considerable.

Removable crampon bearing
The crampon bearing can be fitted or removed
depending on the conditions.
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Contraction spring

in the binding front

At the heart of the binding front lies the ground-
breaking new development that makes all the dif-

ference. The contraction spring between the knee

levers is both a spring element and a pivot joint.
The reduction of many heavy steel components
results in an unbeatable weight reduction. The
contraction spring generates gentle friction in the
swivel joint, which holds the ski boot securely in
position during the descent.

Stopper with optimum park position
The stopper is retracted into the park position
over the ski so that no components protrude
outside the ski edges. The ingenious design
prevents falling over due to hooking on stopper
feet.

Walk position rear jaw

With the slide lock, Selun has succeeded in
developing another ground-breaking innovation
that differs significantly from the state of the
art. The slider is moved forward with one hand,
the stopper is brought into the park position
and the slider is locked in the walk position.
The minimal climbing aid allows a step that is
at least 3 cm longer than with conventional
race bindings, the summation of the steps
allows athletes with Selun Race to reach the
finish line several hundred meters ahead of
their competitors. Thanks to the step position
between the heel pins, the touring boot is ad-
ditionally fixed against lateral forces with every
step and provides safety on downhill sections
with skins during the ascent.
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Downhill position rear toe

By pulling hard on the slider loop, the slider
unlocks, snaps back and releases the pins for
the downhill position.

Safety fixed Z-values
The Race 98 is available with 3 different fixed
Z-values for torsion and front release.

Z-value 6 athletes up to 60 kg
Z-value 8 athletes up to 80 kg
Z-value 10 athletes up to 100 kg

Removable stopper Leash

The stoppers are easy to remove. The binding
can be used naked without stoppers, or the
stoppers can be replaced with leashes.

Extremely lightweight

fastening screws

The fastening screws made of high-strength
light metal are the ultimate argument in favor of
the Selun Race 98.
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Colour models

Selun Race 98 GREEN

Z-value 6, 8, 10 with stopper 65

Selun Race 98 RED

Z-value 6, 8, 10 with stopper 65
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Race crampons
Lightwelght and sturdy
Panorama besign

Lightweight and sturdy thanks
to high-strength, hard-anodised
aluminium used in aircraft construction

rounded edges
in the middle
no protruding rivets

Inspiration from our homeland

Weight per item

489 SELUNEIBINDINGS
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Easy handling Perfect The slide can be secu- The drill jig is adjustable to
visualisation Secure fixation rely and firmly fixed using any ski boot size via the scale
on the ski the clamping lever or by clamping the boot

The 4 Jaccard levers are
ergonomically adjustable
in the angular direction

The drilling jig can be easily
fixed on the ski by manually
pressing the front and rear
clamping segments together

Drilling Jig
Selun Swiss Bindings

The hole patterns
are marked by
geometric signs

i V|

\ Due to the convex shape of the f
lower plastic jaws, the gauge
clamps onto the ski edges
without damaging them
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Partners

SWITZERLAND
ACE alpine and climbing equipment AG

Obere Dorfstrasse 2
CH-8873 Amden

T +41 55611 61 61
info@acesport.ch
www.acesport.ch

GERMANY CHILE
ARNOLD SPORTS GmbH RASTORE SPA.

Rothelebuch 7 San Martin 438
D-87637 Seeg CL-4810791 Temuco

T +49 8364 23797 60 T +56 985412225
info@arnoldsports.de ventas@rastore.cl
www.arnoldsports.de www.rastore.cl

AUSTRIA

ARNOLD SPORTS GmbH
Rothelebuch 7
D-87637 Seeg

T +49 8364 23797 60
info@arnoldsports.de
www.arnoldsports.de

Selun AG, Swiss Bindings
Silberwisstrasse 14, CH-9534 Gahwil

T +41 71 932 70 30 | info@selun.swiss | selun.swiss




